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Art. Nr.: 100983 

Climatus-S – Ihr Multifunktionsregler für optimales Raumklima 

Der Climatus-S ist ein innovativer Multifunktionsregler, der speziell für die Überwachung 
und Steuerung von Lüftungssystemen, Klimageräten und Luftentfeuchtern entwickelt 
wurde.  
Mit seiner präzisen Taupunktüberwachung, vielseitigen Konfigurationsmöglichkeiten und 
robusten Bauweise eignet sich der Climatus-S sowohl für den privaten als auch für den 
professionellen Einsatz. 

Besondere Merkmale: 

• Taupunktüberwachung: Das System erkennt kritische Feuchtigkeitswerte und 
verhindert Kondensation. 

• Zuverlässigkeit: Der eingebaute Akku speichert die Uhrzeit. So kann das Gerät 
nach einem Stromausfall ohne Neukonfiguration weiterarbeiten. 

• Erweiterbarkeit: Der Climatus-S Regler unterstützt Modbus-Kommunikation und 
zusätzliche Sensoren wie Druck- oder Licht-Sensoren. 

Versorgungsspannung 24 V DC (±10 %) 
Leistungsaufnahme Max. 5 W 
Montageart Normschienenmontage (DIN EN 60715) 35 mm 
Relaisausgänge 2 Schließer, max. 5 A/250 V AC 
Notstromversorgung Interner Akku zur Speicherung der Uhrzeit (mehrere Wochen) 
Sensoranschlüsse 2 Eingänge für digitale Sensoren (I²C) 
Aktualisierungsrate ca. 2 sec 
Klemmart (Versorgungsspannung und 
Sensoren) 

Schraubklemmen 0,2 bis 1,5 mm² 

Klemmart (Relaisausgänge) Schraubklemmen 0,2 bis 2,5 mm² 
Schnittstellen USB-C, Modbus RTU (RS485) 
Maximale Leitungslänge Modbus 1000 m (mit geschirmter Datenleitung und verdrillten Aderpaaren) 
Schutzart IP20 (für den Einsatz in trockenen Innenräumen) 
Abmessungen 60,7 x 17,8 x 89,7 mm (T x B x H) 
Gewicht ca. 60 g 
Material Polycarbonat, grau/schwarz 
Umgebungstemperatur 0 bis +60 °C 
Luftfeuchtigkeit (Betrieb) 0 bis 95 % r.H., nicht kondensierend 

EMV EN 61326-1 
EN 61326-2-3 

Zertifizierungen CE-konform 
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Product No.: 100983 

Climatus-S - Your multifunctional controller for an optimum room climate 

The Climatus-S is an innovative multifunctional controller that has been specially 
developed for monitoring and controlling ventilation systems, air conditioning units and 
dehumidifiers. 
With its precise dew point monitoring, versatile configuration options and robust design, 
the Climatus-S is suitable for both private and professional use. 
 

Special features: 

• Dew point monitoring: The system detects critical humidity levels and prevents 
condensation. 

• Reliabilit:The built-in rechargeable battery stores the time. This allows the device to 
continue working after a power failure without reconfiguration. 

• Expandability: The Climatus-S controller supports Modbus communication and 
additional sensors such as pressure or light sensors. 

Supply voltage 24 V DC (±10 %) 
Power consumption Max. 5 W 
Mounting type Standard rail mounting (DIN EN 60715) 35 mm 
Relay outputs 2 NO contacts, max. 5 A/250 V AC 
Emergency power supply Internal battery for storing the time (several weeks) 
Sensor connections 2 inputs for digital sensors (I²C) 
Update rate approx. 2 sec 
Terminal type (supply voltage and sensors) Screw terminals 0.2 to 1.5 mm² 
Terminal type (relay outputs) Screw terminals 0.2 to 2.5 mm² 
Interfaces USB-C, Modbus RTU (RS485) 
Maximum cable length Modbus 1000 m (with shielded data cable and twisted wire pairs) 
Protection class IP20 (for use in dry indoor areas) 
Max. dimensions 60.7 x 17.8 x 89.7 mm (D x W x H) 
Weight of approx. 60 g 
Material Polycarbonate, gray/black 
Ambient temperature 0 to +60 °C 
Humidity (operation) 0 to 95 % r.H., non-condensing 
EMC EN 61326-1 

EN 61326-2-3 
Certifications CE compliant 
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